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DCLEALTO
FRC: ¢. A. Cruncrann !‘==-6.:2) Corrorate Encineerinc - CZtl
UATL: secenLer ZZ, 1985 CC:.L..V.-Bunbicka=-_174_"
1. A. Coco - JS5a
Sleg: FroTeCt Frooress lleeting J. Colling - 17..
R. J. GCelle - CERG
RIF: CiLA Zolb = ta1n Scutn Trunk P. R. licernann =~ 1730
Sewer L. ¢. Kreh - FTZZZ
B. W. Steketee - 1740
TO: J. J. Leckerlie - JEA R. L. WHiese - CseC
Vi Buculue - JSA
. C. Roester - JSA™
K. .. Lictenhela - C&bC*
¢. J. Lotz - JSA*
R. L. lielson - 1740*
K. W. ketzerson - 1740~
K schlereth - Fleischier Seeger**
R. B. Knoll - Fleischer Seeger

*Present At Meeting
**Present Part Tine

Followinyg are ninutes ot the neeting helc at the CED constructicon
trailers on 12/19/85 at 9:30 a.m,

l. Construction Prcuress

a. The pile criving to 3-3B 1is complete.
b, Nanhoule 3-AA formns have been stripped.

c. The 42" VCP pase has been poured all the way tu 3-AA and
eastwatd throuyh the tunnel.

c. All the 42" VCP 1s in the trench from 2-DD to 3-AA and joints
are being naae,

e. The cracks are being repaired in the walls on nanholes l-EfE
anu 2-AA,

f. Manhole 2-UB is full ci water. It is hard to maintain the
level cue to apparent leakage past the plywoou closure pieces
covering the pipe openings in the walls. The botton paa :is
being cleaneu off to insure there is no leakage.

g. Installaction of lateral L-44 is in progress to manhole 1-1D.
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. The encaseiént ch the existing Fipe inside 1-DD has been
rercvec,

1, Tre rTeLar haes been placew in the trench freonm 2-CC te 2-CD
PL1OY TO Ine concrete encasement pour expected next week.

7. Kellv snoule nave track §7 replacea today. Track #3 can then
pe renoveu at uert, 245,

k. The &" line 1uto 1l-JJ fron 1-L-1 is conplete.

Internal hianhole l.ork

a. The lst couet or the asyhaltic lernbrane 1s veing applied to
lianhule Z-EE.

L. The sourl. lazteral opening to existing nanhole 1-D-1 wvas
piugyed. Unrourtunately, water 1s still coming in the corner
of the manhole. Prerterson to patch this area so that the
nanhole cen be cried up. This should allow brickwork to
vegin tlhe week oL [2/23.

(2]
.

Yiall vorhk and the lateral L-44 vwvill be comnplete in nanhole
1-DD the week of 12/23. <Crack repair work 1s in prougress 1in
nathuie l1-EE, anu both nannoles shiould be ready for menbrane
Work late the week of 12/23.

a. livtk cannct be done on 1-JJ until 1-D-1 is repaired.

=3 Junper

The jurper is appruxiuately 80w complete. It should be rossible
to core arill nanhole 4-C the week of 12/23. The 1nsiue brick
repall work nust be planned tou be done curing the MCE shutdown.

4. Devt. 245
The current pian here 1s to dig the trench under the portabie
briuce anu install the bridge without blocking access to the
norch for dept. 245. Arfter the briuye is installec, the rest of
the trench can Le excavated between 3-AA and 3-BB. Petterson to
WOrk clesely wich Colling.

5. lilscellanevus

a. TWou useu puLps are beiny shipped to the Krummrich Plant from
Pensacola. They will be used to punp overflow water during
rainstorl.s when the T-3 junper 1s in use, A search for a
pruper used RMOLOr 1s also 1n progress. GCn-off control and a
power supply need to be geternined. lPetterson anc lielson to
look tor power sources.
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t. The :1cea was gfrorosea that the rain line manholes cculd ke

L ¢ the line turned in prior to coripletion of scre
of zne laterzl renholes. This could avecid sone celays since
che turn 1n &t 3-BB 15 critical to work oun the remaincer ot
t:-: rrecect, &ancg nanholes are now the critical path 1tern,

c. lLicoteniivle reviewed the potential sheet riliue requirencnis
uuwn "D" street. The couolinc touver appears to e far enouch
avwav r[ron manuole J-ED anc tlie 42" VCP south su as nrot to
reculte sheet pirling, It looks like sheet piling suoulc
pec¢in just te the north ot the sulplhiur pit anc extenu acwn
sulth past the xylene tanks - a distance of avpproxinately
75'. This arrangement would protect the reactor structure,
which 1n reality 1s a gooa distance fron the future trench.

Albberici furnisheu a rouagn estinate for sheet piling fron
mannole 3-BEB to nanhole 3-CC. lielson to get drawings on the
sulpnur pit.

u. A rough cust estirnate inuicates that is is not econcrically
feasiple to cismantle existing rmanhole 4-A and builad 3-EE in
its place. 7his woulc add approximately 40U' of 42" VCF i1n
adagition to dismantling charges.

The next progress neeting will be held on Thursday, January 2 at
Y:30 A.li. at the construction trailers. -All llonsanto personnel are
to neet prior to this reeting «t 9:00 A.N.

G. A. Grunamann
/¢
2C44C
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